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PGB-E0?
Order-Nr.: 19080412-refer to the price list for delivery fime

Brief description basic equipment

-Total height: 900mm

-Axial dimension: 870mm

-Personal guiding bar with crossbar, height 320mm, made of tubular stainless steel
AISI 304 / V2A (1.4301) ¢40mm, satin finish

-Stainless steel satin finish, grain 320

-0n finished floor level FFL with flange plate #140 including fixing material

-Suitable for outsoor installation!
We recommend glossy finish (see options).

Construction

measure of axis

[ ]19084400 shortened from 500-870 mm, price independent from length

[7]1908438L extended, price per 100mm. Instruction: when exceeding the max. measure

of axis of 1500mm in each case an additional post in necessary

[]19081102 middle post for personal guiding bars with measure of axis > 1500mm.

[]1908xxxx special height extension to a measure of 1200mm

Finish

-stainless steel satin finish, grain 320

[ 119080554 finish V2A glossy, stainless steel V2A (1.4301) polished electrolytical,
axis measure 500 to 1000mm, recommended for outdoor installation

[]19080555 finish V2A glossy, stainless steel V2A (1.4301) polished electrolytical,
axis measure 1100 to 1500mm, recommended for outdoor installation

[ 119080556 finish V2A glossy, stainless steel V2A (1.4301) polished electrolytical,
axis measure 1600 to 2200mm, recommended for outdoor installation

Installation

floor fixing

-on finished floor level FFL with flange plate ¢140 including fixing material

[7]19080988 pre-delivery substructure without tranport costs!

[ ]19084377 installation on trapezoid plate with variable sub-construction,
inclusive fixing material and stainless steel roseffes. Measure X =80-180mm.

[7]19084343 installation on structural floor level SFL inclusive fixing
material and stainless steel roseffes

[]19084379 clamp fixing cast-in sealed into tapping drill hole provided by customer,
inclusive stainless steel rosettes and grouting mortar

[]190843L1installation on finished floor level FFL into tapping drill hole provided
by customer, inclusive stainless steel roseftes and grouting mortar.
Price reduction per Post

[]19084345 installation plugable inclusive fixing material and stainless steel roseftes
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remark / others:

Fixing A
"cast-in"
940 Edelstahlrosette

cast-in with
grout-fix

Fixing B

“dowelled on FFL”
@ 140
DL

7| FRL

fastening plate

in stainless steel i

% .

conter sunk screw

unter sunk washer

Fixing C
"dowelled on RFB”

940

|

60

Fixing D
“plug-in”

N

tube jointing sleeve

+ center spigot in
stainless steel

Fixing E “clamp fitting on
mounting plate for structural floor”
940

" 50

conduit

Fixing G

“clamp fitting casr-in"

conduit

C Neuer Preisliste 2007 angepasst

280707 | ELE

B | Befesfigung von FFB auf RFB gedubelf geandert

20.02.2006| MIB

Drawing checked and

A~ | Neue Arfikelnummer eingefragen

1712.2003 | MSB

Anderung
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